IRUFIE S UNIDIE[RSUINIAC [FUEIFSIRS

STAGE 1 - POLY 1 MICRON PRE SEDIMENT FILTER

For mechanical filtration, protects and
extends the life of the carbon filter.
Removes sediment particles - grit, dust,
rust, mud, algae, etc.

1 micron superfine polypropylene
cartridge.

N

FILTRATION TEST RESULTS

| IMPURITIES %REDUCTION

’ ESCHERICHIACOLI 100.0

STAGE 2 - SUPERBLOCK .5 MICRON POST FILTER

This workhorse is a special high grade

‘ RESIDUAL CHLORINE CONTENT

’ TRIHALOMETHANES (THM)

‘ BROMODICHLOROMETHANE carbon cartridge which has excellent
absorption qualities specially designed

‘ BROMOFORM to remove chemicals: chlorine,

‘CHLOROFORM chIor_oform, ammonia, pest|C|de_s,
herbicides, lead, copper, arsenic,

‘ DIBROMOCHLOROMETHANE mercury as well as parasites - giardia
and cryptosporidium (Sydney's drinking

‘ METALS water problem). See cartridge report for

‘ NG more details results of this amazing

AC490 Cartridge.

[ IRON, LEAD, MANGANESE, CADMIUM

’ COPPER, MERCURY

STAGE 3 - FLUORIDE REMOVAL

 ALUMINIUM
| FLUORIDE REMOVES The ABAZOOOFII_® cgrtndge |§ anew
. and improved high yield media
- FLUORIDE 99.0> specifically formulated for the removal
A of fluoride from drinking water by
Omnipure Filter Company, USA,, the
\ Filter Output worId's. Iarg.est and most reputable
e water filtration company.
Max Flow Rate ABA2000FL® has an unusually high
l Dimensions (CM) 326m(H) x 23em(W) surface area qf morg than 350 sq. m./
gram of material which allows more
| Warranty efficient removal of the fluoride ions.

* RECOMMENDED CARTRIDGE CHANGE: Aquaspace/Superblock & ABA2000FL - 1 year, Sterasyl - 2 years.
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